WARRANTY and SERVICE:

Limited Warranty:

Rola-Chem Corporation warrants the original purchaser that this
unit is free from manufacturing defects in material and
workmanship from the date of the original purchase for one (1)
year. If this unit fails within the one (1) year peroid, it will be
replaced or repaired (Rola Chem's option) at no charge. This
warranty does not apply to any product damage caused by
improper use or if the product was altered.

Rola-Chem Corporation, under no circumstances, shall be laible
for any consequential damages directly or indirectly caused by
this unit. Please observe all rules and regulations required by
state and local regulations, building codes, health codes, OHSA,
etc.

Service or warrantly Claims: for assistance in the United States,
please call:

Rola-Chem Corporation

5858 Centerville Road

St. Paul, MN 55127

(800)-549-4473 or FAX (651) 653-0989,

Monday thru Friday, 8:00 AM-5:00 PM, Central Time
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INSTALLATION INSTRUCTIONS:

New installations:
For top and side mount models:
Drill a 3/4" diameter hole through one wall of the pipe.
For vertical mount models:
Drill a 13/16" diameter hole through one wall of the pipe.
The hole should be in centered in the pipe--see chart for minimum location
dimensions of the flowmeter from any pipe turns or internal pipe obstructions.

Flowmeter water tubes should be as vertical as possible.

For replacement flowmeters:

Make sure the mounting hole in the pipe is 3/4" diameter for top or side mount
models or 13/16" diameter for vertical models.

Redrilling may be necessary.

The black rubber gasket is mounted on the stem of the flowmeter.

Insert the stem into the pipe hole. Strap the flowmeter in place using the
supplied hose clamps.

Use double-length clamps, (2 clamps threaded together) on large diameter
pipe (4", 6", and 8" flowmeters).

Read the flow on the scale of the side plate at the center of the ball.

Note: Scale readings are based on Schedule 40 PVC and Type M copper
pipe.

If the inside diameter of pipe is different (having other inside diameters) the
scales with not read correctly.

Full Range Accuracy is = 10% when installed according to instructions.
Flowmeters are designed to withstand temperatures up to 200°F.

DISASSENBLY AND CLEANING INSTRUCTIONS:

Remove the flowmeter from the pipe.

Remove the black plastic cap located above the ball tube.

Remove the ball.

Wash the stainless steel ball and the tube with a solution of one part muriatic
acid to four parts water.

After washing, rinse thoroughly with clean water.

Reassemble and remount on pipe.
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REVERSE FLOW INSTRUCTIONS:

TOP MOUNT-
Rotate Flow Meter 180 °

SIDE MOUNT-

Remove side covers (4 screws).

Lift off Top and remove Ball.

Put Ball in other Tube.

Replace Top with reverse orientation.
Re-attach Side Covers.

Note: Ball is under black Cap.

VERTICAL MOUNT-

Reverse the same as side mounted
Flow Meter.

Note: Flow will be opposite direction of
arrow. Using downward flow is not
recommended due to expected high
reading fluctuations

Flowmeter dimensions:
9" High x 4" Wide x 1.5" Deep
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